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MARINE DIESEL ENGINE
HIGH SPEED PRODUCTS GUIDE

MARINE PROPULSION
POWER RANGE : 25.7~1340kW

MARINE AUXILIARY
GENERATOR CAPACITY : 20~1000kWe
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emission

Low fuel
consumption

Low
vibration

Earth friendly

Safe
&
Economical navigation

High
efficiency

Life cycle value

High
reliabillty

Easy
installation

Easy
maintenance

-?QP';Marine hropulsian diesel engine _

70P- Marine auxiliary diesel engine



IMO Tier llI* requires ships built from 2016 onwards in ‘
designated emission control areas (ECAs) to have an 80% Nox
reduction from Tier | levels. By 2020, sulfur content of less
than 0.5% will be required for all ships as well. Time and t
again, YANMAR technology has proven itself to be reliable in a
wide range of commercial marine engines. In addition to this,
to stay a head of the game we are continually making new
technology that meets tightening emissions regulations. In
addition to providing our customers with the products they
need, we also improve "Life Cycle Value" of our products.
With a focus on harmony with nature, YANMAR delivers

optimized solutions that support longer ship life.
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*Tier Ill is applied in general waters

ECA = Emission Control Area

IMO = International Maritime Organization
NOx = Nitrogen Oxides

S0x = Sulfur Oxides



Global Hub Factory
for Marine Diesel Engines

Large Power Products Business

Tsukaguchi Plant

The YANMAR Large Power Products Business specializes in developing
and producing small and medium-sized diesel engines mainly at the
Tsukaguchi Plant. From processing of components for

marine propulsion engines, marine auxiliary engines,

land and industrial engines to assembly, rigging, and test runs,

the Tsukaguchi Plant uses a consistent quality

control system to produce a wide range of diesel engines.

We deliver highly reliable products that thoroughly apply the
technologies and expertise that we have fine-tuned over the

years to markets in Japan and all over the world.

Certified by the seven major
classification societies.

The Tsukaguchi Plant has been certified by world's six most
authoritative shipping classification societies,

LR(Lloyd's Resister of Shipping),

ABS(American Bureau of Shipping), NK(Nippon Kaiji Kyokai),
BV(Bureau Veritas), RINA(Registro Italiano Navale) and
KR(Korean Resister of Shipping).

NK : Nippon Kaiji Kyokai

ABS : American Bureau of Shipping
LR : Lloyd's Register of Shipping
RINA : Registro Italiano Navale

BV : Bureau Veritas

KR : Korean Register of Shipping

Certifications of 6 major shipping
classification societies

The Certifications of shipping classification societies vary with the model of engine.
For more information, please contact us.






























78

| 6HAL2-H

Generator Capacity

100~250kWe

Specifications

[EngineModel | 6HAL2-H | 6HAL2-TH | 6HAL2-HTH | 6HAL2-DTH |

Type Vertical, Watar-cooled, 4-stroke Diesel

No. of Cylinders In-line 6

Cylinder Bore x Stroke mm 130x165

Continuous Rated Output 115 128 150 202 202 245 245 278

kWIPS] [156] [174] [204] [275] [275] [333] [333] [378]

Generator Capacity 100 112 132 180 180 220 220 250
kWelkVA] [125] [140] [165] [225] [225] [275] [275] [312.5]

Engine Speed min? 1500 1800 1500 1800 1500 1800 1500 1800

Combustion system Direct injection

Starting system Electric Starting or Air-motor starting

Dry Weight kg 1335 1370 1470 1470
Total Weight [Gen.Set] kg 2270 2550 2790 2950

The engine dry weight may differ depending upon the specifications and attached accessories.
Above generator capacity will vary according to actual generator efficiency.

Dimensions [mm]

6HAL2-H 6HAL2-TH 6HAL2-HTH 6HAL2-DTH

2709 2819 2868.5 2978.5
A2 1884 1884 1884 1884
B 1085 1096 1168 1168
c 1684 1782 1812 1812
D 2050 2100 2161.5 2161.5
B 810 810 810 810
[F 544 544 544 544
G 1327 1327 1327 1327

Depending on the specifications or options that have been chosen,
your model may differ slightly from the one in the photograph and outline.
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G : Minimum Height for Removing Piston ( Not included the dimension for bolt fitting to piston remove. )

+ The various usage conditions, usage purposes, functions, terminology and expressions
given in this catalogue are based on YANMAR standards.

YANMAR POWER SOLUTIONS CO.,LTD.

MARINE PRODUCTS SALES AND MARKETING DIVISION
1-1-1, Nagasu Higashidori, Amagasaki, Hyogo, 660-8585, Japan
www.yanmar.com

YANMAR ENGINE (SHANGHAI CO., LTD.

1101-1106, Gopher Center Building,

No.757 Meng Zi Road, Shanghai, China 200023

Tel : 21-2312-0688 Fax :21-6880-8090 21-6880-8682
www.yanmar-china.com/cn/

YANMAR ASIA (SINGAPORE) CORP. PTE. LTD.

4 Tuas Lane, Singapore 638613
Tel : 65-6595-4200 Fax : 65-6862-5195
www.yanmar.com/sg/

YANMAR EUROPE B.V.

Brugplein 11, 1332 BS Almere-de Vaart, The Netherlands
Tel : 31-36-5493200 Fax : 31-36-5493209
www.yanmarmarine.eu

YANMAR AMERICA CORP. HEAD OFFICE

101 International Parkway, Adairsville, GA 30103, U.S.A.
Tel :1-770-877-9894 Fax : 1-770-877-9009
www.yanmar.com/us/

YANMAR AMERICA CORP Houston BRANCH
9252 Park S View Houston, TX 77051

YANMAR SOUTH AMERICA
INDUSTRIA DE MAQUINAS LTDA.

Av. Presidente Vargas 1400, Indaiatuba, S.P. CEP: 13338-901, Brazil
Tel : 55-19-3801-9224 Fax : 55-19-3875-3899 / 2241
www.yanmar.com/br/

79



